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Списак радова др Иване Љ. Цвијовић-Алагић за избор у звање 
научни саветник 

 
Укупан број поена = 202,4/*191,154 

ΣИФ = 75,489/*70,566 
 
Напомена: * нормирано по формули К/(1+0,2(н-7)), н>7 
 
 
М21а - Међународни часопис изузетних вредности 
(вредност резултата: 10) 
 
М21а-1. I. Cvijović-Alagić, Z. Cvijović, J. Maletaškić, M. Rakin, Initial 

microstructure effect on the mechanical properties of Ti-6Al-4V ELI alloy 
processed by high-pressure torsion, Material Science and Engineering A, 
736 (2018) 175-192. https://doi.org/10.1016/j.msea.2018.08.094 
ISSN: 0921-5093 
ИФ (2018) = 4.081, Област: Metallurgy & Metallurgical Engineering 

(7/76) 
Број страна: 18 
Број поена: 10 
Број хетероцитата: 5 

 
М21а-2. I. Cvijović-Alagić, Z. Cvijović, D. Zagorac, M.T. Jovanović, Cyclic 

oxidation of Ti3Al-based materials, Ceramics International, 45 (7) (2019) 
9423-9438. https://doi.org/10.1016/j.ceramint.2018.08.287 
ISSN: 0272-8842 
ИФ (2018) = 3.450, Област: Materials Science, Ceramics (2/28) 
Број страна: 16 
Број поена: 10 
Број хетероцитата: 6 

 
М21а-3. I. Cvijović-Alagić, M. Rakin, S. Laketić, D. Zagorac, Microstructural study 

of Ti-45Nb alloy before and after HPT processing using experimental and 
ab initio data mining approach, Materials Characterization, 169 (2020) 
110635. https://doi.org/10.1016/j.matchar.2020.110635 
ISSN: 1044-5803 
ИФ (2020) = 4.342, Област: Materials Science, Characterization & Testing 
(3/32) 
Број страна: 10 
Број поена: 10 
Број хетероцитата: 2 

 
М21а-4. B. Matović, J. Maletaškić, T. Prikhna, V. Urbanovich, V. Girman, M. 

Lisnichuk, B. Todorović, K. Yoshida, I. Cvijović-Alagić, Characterization 
of B4C-SiC ceramic composites prepared by ultra-high pressure sintering, 
Journal of the European Ceramic Society, 41(9) (2021) 4755-4760. 
https://doi.org/10.1016/j.jeurceramsoc.2021.03.047 



ISSN: 0955-2219 
ИФ (2021) = 6.364/*4,546, Област: Materials Science, Ceramics (2/29) 
Број страна: 6 
Број поена: 10/*7,143 
Број хетероцитата: 19 

 
 
М21 - Врхунски међународни часопис 
(вредност резултата: 8) 
 
М21-1. D.R. Barjaktarević, V.R. Djokić, J.B. Bajat, I.D. Dimić, I.Lj. Cvijović-Alagić, 

M.P. Rakin, The influence of the surface nanostructured modification on the 
corrosion resistance of the ultrafine-grained Ti-13Nb-13Zr alloy in artificial 
saliva, Theoretical and Applied Fracture Mechanics, 103 (2019) 102307. 
https://doi.org/10.1016/j.tafmec.2019.102307 
ISSN: 0167-8442 
ИФ (2019) = 3.021, Област: Engineering, Mechanical (33/130), Mechanics 
(31/136) 
Број страна: 13 
Број поена: 8 
Број хетероцитата: 8 

 
М21-2. I. Cvijović-Alagić, Z. Cvijović, M. Rakin, Damage behavior of orthopedic 

titanium alloys with martensitic microstructure during sliding wear in 
physiological solution, International Journal of Damage Mechanics, 28 (8) 
(2019) 1228-1247. https://doi.org/10.1177/1056789518823049 
ISSN: 1056-7895 
ИФ (2019) = 3.125, Област: Mechanics (31/136) 
Број страна: 20 
Број поена: 8 
Број хетероцитата: 3 

 
М21-3. M. Momčilović, J. Petrović, J. Ciganović, I. Cvijović-Alagić, F. Koldžić, S. 

Živković, Laser-Induced Plasma as a Method for the Metallic Materials 
Hardness Estimation: An Alternative Approach, Plasma Chemistry and 
Plasma Processing, 40 (2020) 499-510. https://doi.org/10.1007/s11090-020-
10063-5 
ISSN: 0272-4324 
ИФ (2020) = 3.148, Област: Physics, Fluids & Plasmas (9/34) 
Број страна: 12 
Број поена: 8 
Број хетероцитата: 13 
 

М21-4. D. Barjaktarević, B. Medjo, P. Štefane, N. Gubeljak, I. Cvijović-Alagić, V. 
Djokić, M. Rakin, Tensile and Corrosion Properties of Anodized Ultrafine-
Grained Ti-13Nb-13Zr Biomedical Alloy Obtained by High-Pressure 
Torsion, Metals and Materials International, 27(9) (2021) 3325-3341. 
https://doi.org/10.1007/s12540-020-00837-z 
ISSN: 1598-9623 



ИФ (2020) = 3.642, Област: Metallurgy & Metallurgical Engineering 
(16/80) 

Број страна: 17 
Број поена: 8 
Број хетероцитата: 7 

 
М21-5. S. Laketić, M. Rakin, M. Momčilović, J. Ciganović, Đ. Veljović, I. Cvijović-

Alagić, Influence of laser irradiation parameters on the ultrafine-grained Ti-
45Nb alloy surface characteristics, Surface and Coatings Technology, 418 
(2021) 127255. https://doi.org/10.1016/j.surfcoat.2021.127255 
ISSN: 0257-8972 
ИФ (2021) = 4.865, Област: Materials Science, Coatings & Films (5/19), 
Physics, Applied (42/161) 
Број страна: 15 
Број поена: 8 
Број хетероцитата: 3 

 
М21-6. I. Cvijović-Alagić, S. Laketić, J. Bajat, A. Hohenwarter, M. Rakin, Grain 

refinement effect on the Ti-45Nb alloy electrochemical behavior in simulated 
physiological solution, Surface and Coatings Technology, 423 (2021) 
127609. https://doi.org/10.1016/j.surfcoat.2021.127609 
ISSN: 0257-8972 
ИФ (2021) = 4.865, Област: Materials Science, Coatings & Films (5/19), 
Physics, Applied (42/161) 
Број страна: 9 
Број поена: 8 
Број хетероцитата: 10 

 
М21-7. S. Laketić, M. Rakin, M. Momčilović, J. Ciganović, Đ. Veljović, I. Cvijović-

Alagić, Surface modifications of biometallic CP-Ti and Ti-13Nb-13Zr alloy 
by picosecond Nd:YAG laser, International Journal of Minerals, 
Metallurgy and Materials, 28(2) (2021) 285-295. 
https://doi.org/10.1007/s12613-020-2061-9 
ISSN: 1674-4799 
ИФ (2021) = 3.850, Област: Mining & Mineral Processing (5/20), 
Metallurgy & Metallurgical Engineering (16/79) 
Број страна: 11 
Број поена: 8 
Број хетероцитата: 4 

 
М21-8. T. Matić, M. Ležaja Zebić, V. Miletić, I. Cvijović-Alagić, R. Petrović, Dj. 

Janaćković, Dj. Veljović, Sr,Mg co-doping of calcium hydroxyapatite: 
Hydrothermal synthesis, processing, characterization and possible 
application as dentin substitutes, Ceramics International, 48(8) (2022) 
11155-11165. https://doi.org/10.1016/j.ceramint.2021.12.335 
ISSN: 0272-8842 
ИФ (2021) = 5.532, Област: Materials Science, Ceramics (3/29) 
Број страна: 11 
Број поена: 8 
Број хетероцитата: 3 



 
М21-9. B. Matović, Yu.E. Gorshkova, S.Yu. Kottsov, G.P. Kopitsa, S. Butulija, T. 

Minović Arsić, I. Cvijović-Alagić, Carbon cryogel preparation and 
characterization, Diamond and Related Materials, 121 (2022) 108727. 
https://doi.org/10.1016/j.diamond.2021.108727 
ISSN: 0925-9635 
ИФ (2022) = 4.1, Област: Materials Science, Coatings & Films (6/21), 
Physics, Applied (44/159), Physics, Condensed Matter (20/67) 
Број страна: 9 
Број поена: 8 
Број хетероцитата: 1 

 
М21-10. B. Matović, D. Zagorac, I. Cvijović-Alagić, J. Zagorac, S. Butulija, J. Erčić, 

O. Hanzel, R. Sedlák, M. Lisnichuk, P. Tatarko, Fabrication and 
characterization of high entropy pyrochlore ceramics / Fabricación y 
caracterización de cerámicas de pirocloro de alta entropía, Boletin de La 
Sociedad Espanola de Ceramica Y Vidrio, 62 (2023) 66-76. 
https://doi.org/10.1016/j.bsecv.2021.11.002 
ISSN: 0366-3175 
ИФ (2021) = 3.483/*2.177, Област: Materials Science, Ceramics (6/29) 
Број страна: 11 
Број поена: 8/*5 
Број хетероцитата: 2 

 
М21-11. B. Matović, J. Maletaškić, V. Maksimović, S.P. Dimitrijević, B. Todorović, 

M. Pejić, D. Zagorac, J. Zagorac, Y-P. Zeng, I. Cvijović-Alagić, 
Multicomponent solid solution with pyrochlore structure / Solución sólida 
multicomponente con estructura de pirocloro, Boletin de La Sociedad 
Espanola de Ceramica Y Vidrio, (2023), Article in Press. 
https://doi.org/10.1016/j.bsecv.2023.01.005  
ISSN: 0366-3175 
ИФ (2021) = 3.483/*2.177, Област: Materials Science, Ceramics (6/29) 
Број страна: 12 
Број поена: 8/*5 
Број хетероцитата: 0 

 
 
М22 - Истакнути међународни часопис 
(вредност резултата: 5) 
 
М22-1. M. Momčilović, S. Živković, J. Petrović, I. Cvijović-Alagić, J. Ciganović, An 

Original LIBS System Based on TEA CO2 Laser as a Tool for Determination 
of Glass Surface Hardness, Applied Physics. B: Lasers and Optics, 125 
(2019) 222. https://doi.org/10.1007/s00340-019-7329-2 
ISSN: 0946-2171 
ИФ (2017) = 1.881, Област: Optics (47/94), Physics, Applied (67/146) 
Број страна: 7 
Број поена: 5 
Број хетероцитата: 5 

 



М22-2. B. Matović, V. Urbanovich, V. Girman, M. Lisnichuk, D. Nikolić, J. Erčić, I. 
Cvijović-Alagić, Densification of boron carbide under high pressure, 
Materials Letters, 314 (2022) 131877. 
https://doi.org/10.1016/j.matlet.2022.131877 
ISSN: 0167-577X  
ИФ (2021) = 3.574, Област: Physics, Applied (57/161) 
Број страна: 3 
Број поена: 5 
Број хетероцитата: 2 

 
М22-3. V. Pavkov, G. Bakić, V. Maksimović, I. Cvijović-Alagić, M. Prekajski 

Ðorđević, D. Bučevac, B. Matović, High-density ceramics obtained by 
andesite basalt sintering, Processing and Application of Ceramics, 16(2) 
(2022) 143-152. https://doi.org/10.2298/PAC2202143P 
ISSN: 1820-6131 
ИФ (2020) = 1.804, Област: Materials Science, Ceramics (12/29) 
Број страна: 10 
Број поена: 5 
Број хетероцитата: 2 

 
М22-4. V. Pavkov, G. Bakić, V. Maksimović, I. Cvijović-Alagić, D. Bučevac, B. 

Matović, Novel basalt-stainless steel composite materials with improved 
fracture toughness, Science of Sintering, 55(2) (2023) 145-158. 
https://doi.org/10.2298/SOS220429002P 
ISSN: 0350-820X  
ИФ (2021) = 1.725, Област: Metallurgy & Metallurgical Engineering 

(44/79) 
Број страна: 14 
Број поена: 5 
Број хетероцитата: 0 

 
М22-5. B. Matović, J. Maletaškić, V. Maksimović, S. Dimitrijević, B. Todorović, J. 

Zagorac, A. Luković, Y-P. Zeng, I. Cvijović-Alagić, Synthesis and 
Characterization of High-Entropy A2B2O7 Pyrochlore with Multiple Elements 
at A and B Sites, Science of Sintering, (2023) Article in Press. 
https://doi.org/10.2298/SOS220802023M 
ISSN: 0350-820X  
ИФ (2021) = 1.725/*1.232, Област: Metallurgy & Metallurgical Engineering 
(44/79) 
Број страна: 17 
Број поена: 5/*3,571 
Број хетероцитата: 0 

 
 
М23 - Рад у међународном часопису 
(вредност резултата: 3) 
 
М23-1. A.D. Čairović, D.M. Stanimirović, T.T. Krajnović, B.P. Dojčinović, V.M. 

Maksimović, I.Lj. Cvijović-Alagić, Recasting as a booster of Ag-Pd alloy 
cytotoxicity: Induction of cell senescence prior to mass cell death, Archives 



of Biological Sciences, 71(2) (2019) 347-356. 
http://dx.doi.org/10.2298/ABS190305017C 
ISSN 0354-4664 
ИФ (2019) = 0.719, Област: Biology (77/93) 
Број страна: 10 
Број поена: 3 
Број хетероцитата: 0 

 
М23-2. S. Laketić, M. Rakin, A. Čairović, V. Maksimović, I. Cvijović-Alagić, Laser 

surface modification of metallic implant materials, Srpski arhiv za 
celokupno lekarstvo (Serbian Archives of Medicine), 147(7-8) (2019) 497-
501. https://doi.org/10.2298/SARH181126054L 
ISSN 0370-8179 
ИФ (2017) = 0.300, Област: Medicine, General & Internal (149/155) 
Број страна: 5 
Број поена: 3 
Број хетероцитата: 0 

 
М23-3. B. Matović, J. Maletaškić, V. Maksimović, J. Zagorac, A. Luković, Y.-P. 

Zeng, I. Cvijović-Alagić, Heavily Doped High-Entropy A2B2O7 Pyrochlore, 
Processing and Application of Ceramics, 17(2) (2023) 113-117. 
https://doi.org/10.2298/PAC2302113M 
ISSN: 1820-6131 
ИФ (2021) = 1.510, Област: Materials Science, Ceramics (18/29) 
Број страна: 5 
Број поена: 3 
Број хетероцитата: 0 

 
М23-4. W. Musrati, B. Međo, I. Cvijović-Alagić, N. Gubeljak, P. Štefane, Z. 

Radosavljević, M. Rakin, Microstructure, hardness and fracture resistance of 
P235TR1 seam steel pipes of different diameters, Hemijska industrija, 77(2) 
(2023) 155-165. https://doi.org/10.2298/HEMIND230222016M 
ISSN: 0367-598X  
ИФ (2022) = 0.9, Област: Engineering, Chemical (124/141) 
Број страна: 11 
Број поена: 3 
Број хетероцитата: 0 

 
 
М24 - Рад у нациналном часопису међународног значаја 
(вредност резултата: 2) 
 
М24-1. T. Matić, M. Ležaja Zebić, I. Cvijović-Alagić, V. Miletić, R. Petrović, Dj. 

Janaćković, Dj. Veljović, The Effect of Calcinated Hydroxyapatite and 
Magnesium Doped Hydroxyapatite as Fillers on the Mechanical Properties of 
a Model BisGMA/TEGDMA Dental Composite Initially and After Aging, 
Metallurgical and Materials Engineering, 24 (4) (2018) 271-281. 
http://dx.doi.org/10.30544/403 
ISSN: 2217-8961 
Број страна: 11 



Број поена: 2 
Број хетероцитата: 0 

 
М24-2. M.T. Jovanović, Z. Mišković, V. Maksimović, I. Cvijović-Alagić, Optical 

microscopy as a simple method for analysis of boiler tube failure, 
Metallurgical and Materials Engineering, 25 (4) (2019) 301-313. 
http://dx.doi.org/10.30544/461 
ISSN: 2217-8961 
Број страна: 13 
Број поена: 2 
Број хетероцитата: 0 

 
М24-3. I. Cvijović-Alagić, V. Maksimović, M.T. Jovanović, Fractographic analysis of 

the aluminum matrix composite prepared by accumulative roll bonding, 
Metallurgical and Materials Engineering, 26 (4) (2020) 349-355. 
https://doi.org/10.30544/569 
ISSN: 2217-8961 
Број страна: 7 
Број поена: 2 
Број хетероцитата: 0 

 
М24-4. V. Maksimović, M. Stoiljković, V. Pavkov, J. Ciganović, I. Cvijović-Alagić, 

Arc Plasma Deposition of TiO2 Nanoparticles from Colloidal Solution, 
Metallurgical and Materials Engineering, 26 (4) (2020) 341-348. 
https://doi.org/10.30544/587 
ISSN: 2217-8961 
Број страна: 8 
Број поена: 2 
Број хетероцитата: 0 

 
 
М29а - Уређивање међународног научног часописа; Уређивање тематских 

монографија – На годишњем нивоу 
(вредност резултата: 1,5) 
 
М29а-1. I. Cvijović-Alagić, V. Maksimović (Guest Editors), Metallurgical and 

Materials Engineering: Milan T. Jovanović – Memorial Issue, vol. 26, No. 
4 (2020). https://metall-mater-eng.com/index.php/home/issue/archive 
(Прилог 24) 
ISSN: 2217-8961 
Број поена: 1,5 

 
 
М32 - Предавање по позиву са међународног скупа штампано у изводу  
(вредност резултата: 1,5) 
 
М32-1. I. Cvijović-Alagić, Fractographic Examination of the Multilayer Aluminum 

Composites, 1st International Conference on New Research and 
Development in Technical and Natural Science (ICNRDTNS), Radenci, 
Slovenia, 18.-20. September 2019, Proceedings, p.59. (Прилог 11) 



Број поена: 1,5 
 
М32-2. I. Cvijović-Alagić, S. Laketić, M. Momčilović, J. Ciganović, Đ. Veljović, M. 

Rakin, Laser irradiation as an easy-to-apply method for Ti-based implant 
materials enhancement, 1st International Conference on Innovative 
Materials in Extreme Conditions (IMEC2022), Belgrade, Serbia, 22.-23. 
March 2022, Program and Book of Abstracts, p.20. (Прилог 13) 
Број поена: 1,5 

 
 
М33 - Саопштење са међународног скупа штампано у целини 
(вредност резултата: 1) 
 
М33-1. S. Laketić, M. Rakin, M. Momčilović, J. Ciganović, Đ. Veljović, I. Cvijović-

Alagić, Interaction of picosecond Nd:YAG laser irradiation with Ti-13Nb-
13Zr alloy surface in air and argon atmosphere, 14th Multinacional Congress 
on Microscopy (MCM2019), 15.-20. September 2019, Belgrade, Serbia, 
Proceedings, pp. 354-356. 
Број поена: 1 

 
 
М34 - Саопштење са међународног скупа штампано у изводу 
(вредност резултата: 0,5) 
 
М34-1. V. Pavkov, M. Stoiljković, V. Maksimović, I. Cvijović-Alagić, J. Ciganović, 

M. Vranješ, TiO2 Nanoparticle Deposition on Solid CP-Ti Substrate through 
Spraying Water Colloid in the Arc Plasma, First International Conference 
on Electron Microscopy of Nanostructures ELMINA 2018, Belgrade, 
Serbia, 27.-29. August 2018, The Book of Abstracts, pp. 222-224. 
Број поена: 0,5 

 
М34-2. D. Barjaktarević, I. Dimić, I. Cvijović-Alagić, V. Đokić, M. Rakin, 

Morphology of Nanotubular Oxide Layer Formation on Titanium and 
Titanium Alloy Using Electrochemical Anodization, First International 
Conference on Electron Microscopy of Nanostructures ELMINA 2018, 
Belgrade, Serbia, 27.-29. August 2018, The Book of Abstracts, pp. 160-162. 
Број поена: 0,5 

 
М34-3. I. Cvijović-Alagić, B. Međo, Z. Cvijović, N. Gubeljak, M. Rakin, Numerical 

simulation of fracture in Ti-6Al-4V alloy for orthopedic applications, 22nd 
European Conference on Fracture - ECF22 Loading and Environment 
Effects on Structural Integrity, Belgrade, Serbia, 26. – 31. August 2018, The 
Book of Abstracts, pp. 
Број поена: 0,5 

 
М34-4. I. Cvijović-Alagić, Z. Cvijović, J. Bajat, M. Rakin, Corrosive wear 

degradation of Ti-based implant alloy, 7th Regional Symposium on 
Electrochemistry for South-East Europe RSE-SEE-7, Split, Croatia, 27. – 
30. May 2019, The Book of Abstracts, p. 142. 
Број поена: 0,5 



 
М34-5. S. Laketić, M. Rakin, M. Momčilović, J. Ciganović, Dj. Veljović, I. Cvijović-

Alagić, Surface Modification of a Titanium Implant Material by a 
Picosecond Nd:YAG Laser in Air and Argon Atmosphere, 4th Metallurgical 
& Materials Engineering Congress of South-East Europe (MME SEE 
2019), Belgrade, Serbia, 5 - 7 June 2019, The Book of Abstracts, p. 45. 
Број поена: 0,5 

 
М34-6. S. Laketić, M. Rakin, M. Momčilović, J. Ciganović, Dj. Veljović, I. Cvijović-

Alagić, Laser Surface Modification of CP-Ti in Differnet Gas Atmospheres, 
13th Conference for Young Scientists in Ceramics (CYSC-2019), Novi Sad, 
Serbia, 16. – 19. October 2019, The Book of Abstracts, p. 128. 
Број поена: 0,5 

 
М34-7. S. Laketić, M. Rakin, M. Momčilović, J. Ciganović, I. Cvijović-Alagić, 

Morphological changes of the biomedical titanium grade induced by laser 
treatment in air and nitrogen atmosphere, 18th Young Researchers' 
Conference - Materials Sciences and Engineering (18YRC - 2019), 
Belgrade, Serbia, 4-6 December 2019, Program and the Book of Abstracts, p. 
19. 
Број поена: 0,5 

 
М34-8. T. Matić, I. Cvijović-Alagić, R. Petrović, Đ. Janaćković, Đ. Veljović, 

Mg2+/Sr2+ co-doping of calcium hydroxyapatite: The effect on mechanical 
properties, 18th Young Researchers' Conference - Materials Sciences and 
Engineering (18YRC - 2019), Belgrade, Serbia, 4-6 December 2019, 
Program and the Book of Abstracts, p. 21. 
Број поена: 0,5 

 
М34-9. J. Petrovic, S. Zivkovic, M. Radenkovic, J. Ciganovic, I. Cvijovic Alagic, M. 

Momcilovic, An alternative method for determination of hardness based on 
LIBS, 52nd Conference of the European Group on Atomic Systems 
(EGAS52 Virtual Conference), Zagreb, Croatia, 6-8 July 2021, The Book of 
Abstracts, p. 131. 
Број поена: 0,5 

 
М34-10. I. Cvijović-Alagić, S. Laketić, D. Zagorac, J. Bajat, Đ. Veljović, V. Kojić, 

M. Rakin, Microstructural refinement influence on the Ti-45Nb alloy 
properties in physiological conditions, XXII YuCorr, Tara Mountain, Serbia, 
13-16 September 2021, Proceedings, p. 138. 
Број поена: 0,5 

 
М34-11. V. Maksimović, A. Čairović, I. Cvijović-Alagić, Influence of recasting on 

the structure and properties of Ni-Cr dental alloy, XXII YuCorr, Tara 
Mountain, Serbia, 13-16 September 2021, Proceedings, p. 136. 
Број поена: 0,5 

 
М34-12. T. Matić, I. Cvijović-Alagić, R. Petrović, Đ. Janaćković, Đ. Veljović, The 

effect of hydrothermal synthesis parameters on cation-doped calcium 
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